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KEB 10kW BLDC motors are available in 2 options:

KEB 10kW  L – liquid cooling (-chłodzony cieczą)
KEB 10kW  A – air cooling (-chłodzony powietrzem)

and in  3 voltage subtypes: 120V, 72V and 48V.

KEB 19 kW 120V data Current [A] Power In [kW] Power Out [kW] Torque [Nm] Rotation [RPM] Efficency [%]
No _Load 14,8 1,77 0,13 0,23 7,6

Max_Efficency 128,3 15,36 13,28 25,7 86,4

Max_Power 188,6 22,64 19,12 38,5 84,7

KEB 15 kW 72V data Current [A] Power In [kW] Power Out [kW] Torque [Nm] Rotation [RPM] Efficency [%]
No _Load 17,3 1,24 0,35 0,57 28,1

Max_Efficency 153,1 11,04 9,63 17,6 87,2

Max_Power 258,5 18,37 15,24 30,6 83

KEB 10 kW 48V data Current [A] Power In [kW] Power Out [kW] Torque [Nm] Rotation [RPM] Efficency [%]
No _Load 16,4 0,79 0,23 0,57 29,6

Max_Efficency 128,3 6,18 5,5 14,6 89,2

Max_Power 254,1 11,57 10 29 86,5
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Motors characteristics  tables for different voltages, as below:
(Charakterystyki dla silników o różnych napięciach nominalnych, w tabelach poniżej:)
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